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LI 


847 


(measur$5 or interferomet$5) same 
first near2 beam with first near2 
path 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 11:02 


L2 


1951 


(measur$5 or mterferomet$5 or 
detect$3 or sens$3) same first 
near2 beam with first near2 path 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 11:07 


L3 


0 


(measur$5 or detect$3 or sens$3) 
with sum with position with (stage 
or table) with second near2 axis 
with third near2 axis 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 11:05 


1 A 

L4 


0 


(measur$5 or detect$3 or sens$3) 
with sum with location with (stage 
or table) with second near2 axis 
with third near2 axis 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 12:00 


L5 


58685 


(measur$5 or interferomet$5 or 
detect$3 or sens$3) with 
(position$3 or location) with (stage 
or table) 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 12:00 


Lb 


444537 


(shield$3 or cover$3 or protect$3) 
with (beam or light or radiation) 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 11:14 


L7 


6960 


5 and 6 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 11:10 


1 D 

Lo 


239 


5 and (6 same (motor or dnv$3 or 
mover) near5 (stage or table)) 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM.TDB 


OR 


ON 


2007/06/06 12:03 
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L9 


8687 


(shield$3 or cover$3 or protect$3) 
with (beam or light or radiation) 
with environment$2 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 12:01 


L10 


31571 


(shield$3 or cover$3 or protect$3) 
with (beam or light or radiation) 
with (heat or humidity) 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 11:17 


Lll 


382 


5 and (10 or 9) 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 11:42 

* 


L12 


19 


8 and 11 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 11:19 


L13 


13 


5 same (10 or 9) 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 11:55 


L14 


4 


(redirect$3 or chang$3 near3 
direction) near3 (path or beam or 
light or radiation) with rotat$3 with 
third near2 axis 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 12:05 


L15 


6765 


(measur$5 or interferomet$5 or 
detect$3 or sens$3) with 
(position$3 or location) with (stage 
or table).clm. 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 12:00 


L16 


0 


(measur$5 or detect$3 or sens$3) 
with sum with location with (stage 
or table) with second near2 axis 
with third near2 axis.clm. 

i 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 12:01 
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L17 


3904 


(shield$3 or cover$3 or protect$3) 
with (beam or light or radiation) 
with (environment^ or heat or 
humidity or temperature).clm. 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 12:01 


L18 


15 


5 and (6 same (motor or dnv$3 or 
mover) near5 (stage or table)).clm. 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 12:04 


L19 


2 


17 and 18 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 12:04 


L20 


7 


(redirect$3 or chang$3 near3 
direction) with (path or beam or 
light or radiation) with rotat$3 with 
third near2 axis.clm. 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 12:17 


L21 


3287 


356/399-401.ccls. 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 13:12 


L22 


8350 


355/53,67,71.ccls. not 21 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 13:12 


L23 


8881 


355/53,67,71.0013. 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2007/06/06 13:13 


L24 


8350 


23 not 121 


US-PGPUB; 

USPAT; 

FPRS; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON ■ 


2007/06/06 13:13 
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